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THE INTEGRAL GUTTER
COLLECTS WATER AND
ROUTES IT TO THE
WEEP HOLES ON THE
REAR OF THE SHELTER
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FIRST FLOOR REFLECTED CEILING PLAN
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ROOF PLAN GENERAL NOTES

SHELTER WALLS.

ASSEMBLY TO FRAME.

1. ROOF SHALL BE STANDING SEAM ALUMINUM DUTCH HIP ROOF WITH 2 2" FASCIA
AND INTEGRAL GUTTER.

2. 21/2" INTEGRAL PERIMETER GUTTER BEHIND FASCIA TO COLLECT WATER AND
ROUTE IT TO THE REAR OF THE SHELTER TO DRAIN IT WITH WEEP HOLES.

3. DRAINAGE SHALL BE DIRECTED TO REAR OF SHELTER AND AWAY FROM

4. ROOF SHALL NOT RELY ON SELF-TAPPING OR SELF-DRILLING SCREWS IN
TENSION FOR CONTAINMENT.

5. SELF-DRILLING OR SELF-TAPPING FASTENERS IN TENSION (OR PULL OUT
CONDITION SHALL NOT BE AN ACCEPTABLE METHOD OF SECURING ROOF

operating life, adaptive mounting options, and AC
of solar-powerad parformance.

The Eclipse Bght fixture is made from aluminum 20 it will never
rust and ks powder coated fo match any shelter color. Brasco
prowdly makes this fisture in the US4 with a UL listed LED strip,
offering lasting safety and performance.

Available in 12° ann@l‘ lengths.
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Balow: 24" Eclipse LED fight, flush-mounted io arched caifng. Battery
securely mounted in bamper-resstan box
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Standard Specifications

POWER
E Watls [ Fi, LED

HOUSING

2.5" Round Aumirum Exdmnusion, Powder Ceatad

INPUT VOLTAGE

12 - 30 Valls OC
OPERATING TEMPERATURE
-20- 40°C

EFFICIENCY

4T Ims | W typ. @ 006K

MAX CASE TEMPERATURE
aheG
LENS

mipact Resslant Palycarbonals

FINISH
Sandard Fowder Coat

PFOWER SUPFLY
MG, Solar Powered

HARDWARE
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MOUNTING
Alurninun Bracket, Hemdware Inchided

BEAM ANGLE
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LED COLOR
anod White < G007 R
SAFETY RATING

= UL Listed
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& Dewberry

Dewberry Architects Inc.

8401 ARLINGTON BLVE.
FAIRFAX, VA 22031
703.849.0100 (PHONE)
703.849.0518 (FAX)

RELOCATION
BUS STATION SHELTER
DULLES ELECTION DISTRICT
LONDON COUNTY, VIRGINIA

DULLES NORTH
TRANSIT CENTER
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